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Abrasion. 


Improved Single-Unit Schiefer Abrasion Test- 
ing Machine—Herbert F. Schiefer, Law- 
rence E. Crean, and John F. Krasny. 
Published in ASTM Bu ttetin, No. 159, 


July, 1949, p. 73 (TP133). 


Accelerated Testing. 

Some Observations on the Accelerated 
A.S.T.M. Life Test for Electrical Heating 
Wires—Anton deS. Brasunas and Herbert 
H. Uhlig. Published in ASTM BuLtetin, 
No. 161, October, 1949, p. 31 (TP175). 

Summary of Proceedings of the Symposium 
on Accelerated Durability Testing of 
Bituminous Materials, 1037. 


Acoustical Materials. 


Report of Administrative 


Committee 
Standards, Appendix II, Annual Report of 


the Board of Directors, 71. 


Additives in Lubricants. 


Proposed Method of Test for Phosphorus in 
Lubricating Oils, Lubricating Oil Additives 
and Their Concentrates, Appendix VIII, 
Report of Committee D-2, 369. 


Adhesives. 
Adhesives. Report of Committee D-14, 458. 


A Wetting-and-Drying Test for Predicting 
Cement-Aggregate Reaction--C. H. Scho 
ler, 942. Discussion, 949. 

Concrete and Concrete Aggregates, Report of 
Committee C-9, 286. 

Engineering Properties of Coral Reef Ma- 
-terials—C. Martin Duke, 964. 


Administrative Committees. 
See Board of Directors. 7 


Aggregates. 
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Aging. 


Symposium on Aging of Rubbers—Summary 
of Proceedings of the Chicago Spring 
Meeting, 1189. 


Air Content. 


Discussion of the Paper on the Pressure 
Method for Air Content of Mortars. Pub- 
lished in ASTM Buttetin, No. 158, M 


ay, 
Air-Entrainment. 


The Design of Concrete Mixes Containing 
Entrained Air—Thomas H. Thornburn, 
921. Discussion, 937. 


Aircraft Surfaces. 


Evaluation of Polishes for Use on Aluminum 
Aircraft Surfaces—Roy A. Machlowitz. 
Published in ASTM Butretin, No. 156, 
January, 1949, p. 46 (TP8). 


Airport Runways. 


The Preparation of Concrete for Airport 
Runways—Inge Lyse. Published in ASTM 
BULLETIN, No. 161, October, 1949, p. 48— 
(TP192). 


Alloys, Non-Ferrous. 


See also Aluminum; Copper; Magnesium; 
Zinc. 

Chemical Analysis of Metals. Report of Com- 
mittee E-3, 506. 

Copper and Copper Alloys, Cast and Wrought. 
Report of Committee B-5, 174. 

Corrosion of Non-Ferrous Metals and Alloys. 
Report of Committee B-3, 150. 

Creep and Stress-Rupture Investigations on 
Some Aluminum Alloy Sheet Metals—J. E. 
Dorn and T. FE. Tietz, 815. Discussion, 832. 

Die-Cast Metals and Alloys. Report of 
Committee B-6, 203. 

Effect of Pulsating Loads on the Creep 
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Alloys, Non-Ferrous—continued. 
Characteristics of Aluminum Alloy 14S-T— 
M. J. Manjoine, 788. Joint Discussion, 799. 

Effect of Temperature on the Properties of 
Metals. Report of Joint Committee, 241. 

Electrical-Heating, Electrical-Resistance, and 
Electric-Furnace Alloys. Report of Com- 
mittee B-4, 171. 

Electrodeposited Metallic Coatings. Report 
of Committee B-8, 215. 

Fatigue Characteristics of Aluminum Alloy 
75S-T6 Plate in Reversed Bending as 
Affected by Type of Machine and Speci- 
men—T. T. Oberg and R. J. Rooney, 804. 
Discussion, 813, 

A Laboratory-Cast Pin 
Spectrographic Analysis of Copper-Base 
Alloys—E. W. Palmer, J. P. Irwin, and 
C. C. Fogg. Published in ASTM Buttertin, 
No. 160, September, 1949, p. 41 (TP139). 


Light Metals and Alloys, Cast and Wrought. 
Report of Committee B-7, 205. 

Magnesium Alloys and Applications—John C. 
McDonald. Published in ASTM Buttetin, 
No. 159, July, 1949, p. 67 (TP127). 

Magnetism in Copper Alloys: The Effect of 
Iron as Impurity—Allison Butts and Paul 


Sample for the 


L. Reiber, Jr., 857. Discussion, 884. 

Metallography. Report of Committee E-4, 
513. 

Non-Ferrous Metals and Alloys. Report of 
Committee B-2, 146. 

Recommendations Affecting Standards for 
Copper and Copper Alloys, Cast and 
Wrought. Appendix, Report of Committee 
B-5, 177. 

Recommendations Affecting Standards for 
Light Metal and Alloys, Cast and Wrought, 
Appendix, Report of Committee B-7, 208. 

Summary of Proceedings of the Symposium 
on Rapid Methods for the Identification of 
Metals, 888. 

Wires for Electrical Conductors. Report of 
Committee B-1, 141. 

‘AlloySteel. 


} 
See also Steel. 
; Metals, Report of Joint Committee, 241. 


Stainless Steel—Carl W. 
738. Discussion, 754. 


Effect of Temperature on the Properties of 


Elastic ane Fracture Toughness Studies of a 
Muhlenbruch, 


The Influence of Conditions of Heat Treat- 


ment and Hot-Cold Work on the Properties 
of Low-Carbon N-155 Alloy at Room 
Temperature and 1200 F.—J. W. Freeman, 
E. E. Reynolds, D. N. Frey, and A. E, 
White, 618. 

Iron-Chromium, [ron-Chromium-Nickel, and 
Related Alloys, Report of Committee A-10, 
133. 

Magnetic Properties, Report of Committee 
A-6, 128. 

Summary of Proceedings of the Symposium on 
Rapid Methods for the Identification of 
Metals, 888. 


Aluminum. 


“Aluminum’—R. L. Templin. Published in 
ASTM Buttetin, No. 158, May, 1949, p. 
45 (TP71). 

Aluminum Condenser and Heat Exchanger 
Tubes—J. S. Hamilton and J. J. Bowman. 
Published in ASTM Buttetin, No. 159, 
July, 1949, p. 44 (TP104). 

Chemical Analysis of Metals. Report of Com- 
mittee E-3, 506. 

Creep and Stress-Rupture Investigations on 
some Aluminum Alloy Sheet Metals—J. E. 
Dorn and T. E. Tietz, 815. Discussion, 832. 

Die-Cast Metals and Alloys. Report of Com- 
mittee B-6, 203. 

Effect of Pulsating Loads on the Creep 
Characteristics of Aluminum Alloy 14S-T— 
M. J. Manjoine, 788. Joint Discussion, 799. 

Evaluation of Polishes for Use on Aluminum 
Aircraft Surfaces—Roy A. Machlowitz. 
Published in ASTM Buttetin, No. 156, 
1949, January, p. 46 (TP8). 

Fatigue Characteristics of Aluminum Alloy 
75S-T6 Plate in Reversed Bending as 
Affected by Type of Machine and Speci- 
men—T. T. Oberg and R. J. Rooney, 804. 
Discussion, 813. 

The Influence of Fluctuations in Stress 
Amplitude on the Fatigue of Metals—T. 
J. Dolan, F. E. Richart, Jr., and C. E. 
Work, 646. Discussion, 680. 


ig Metals and Alloys, Cast and Wrought. 
Report of Committee B-7, 205. 


A Polarographic Method for the Direct 
Determination of Aluminum Oxide in 
Portland Cement—C. L. Ford and Lor 
rayne LeMar. Published in ASTM But- 
LETIN, No. 157, March, 1949, p. 66 (TP58). 

Recent Milestones in Metals and Minerals— 
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John D. Sullivan. Published in ASTM Asphalt. 


BuLLeTtin, No. 156, January, 1949, p. 41 
(TP3). 

Recommendations Affecting Standards for 
Light Metal and Alloys, Cast and Wrought, 
Appendix, Report of Committee B-7, 208. 

The Time Delay for the Initiation of Plastic 
Deformation at Rapidly Applied Constant 
Stress—D. S. Clark and D. S. Wood, 717. 
Discussion, 736. 

Wires for Electrical Conductors. Report of 


Committee B-1, 141. 
Anhydrite. 


The Use of Natural Anhydrite in Portland 
Cement—W. C. Hansen and J. O. Hunt. 
Published in ASTM But tetin, No. 
October, 1949, p. 50 (TP194); Discussion, 

p. 57 (TP201). 


Annual Address by President. 
The Progress of A.S.T.M., Annual Address 
by the President, R. L. Templin, 33. 
Annual Meeting. 


Annual Report of the Board of Directors, 35. 
Summary of Proceedings of the Fifty-second 


Light Metals and Alloys, Cast and Wrought. 


Report of Committee B-7, 205. -_ 


Appearance. Report of Committee E-12, 534. 

Report of Administrative Committee on 
Standards. Appendix II, Annual Report of 
the Board of Directors, 71. 


Anodic Coatings. 


Appearance. 


Asbestos. 


Asbestos-Cement Products, Report of Com- 
mittee C-17, 302. 

Creep and Relaxation in Compressed Asbes- 
tos Gaskets—F. C. Thorn. Published in 
ASTM Bu No. 160, September, 
1949, p. 58 (TP156). 

Textile Materials. Report 
D-13, 445. 


Askarels. 


Summary of Proceedings of the Symposium 
on Insulating Oils, 1040. 


of Committee 


Barbed Wire. 


Bituminous Waterproofing and Roofing Ma- 
terials. Report of Committee D-8, 415. 

Road and Paving Materials. Report of Com- 
mittee D-4, 388. 

Summary of Proceedings of the Symposium 
on Accelerated Durability Testing of 
Bituminous Materials, 1037. 

Twenty to 30 Years’ Weathering of Asphalt 
Shingles Made with Unfilled Coatings— 
G. L. Oliensis. Published in ASTM But- 
LETIN No. 165, April, 1950. Discussion. 


Automatic Controlled Temperature. 


Apparatus for Automatic Uniform Controlled 
Rise of Temperature—V. C. Taxwood and 
C.R. Stock. Published in ASTM Buttetin, 
_ No. 157, March, 1949, p. 76 (TP68). 


Field Tests of Wire and Wire Products, 
— Report of Subcommittee XV, Committee 
A-5, 113. 


Bast and Leaf Fibers. 


Textile Materials. Report of Committee D-13, 
445, 


Bearing Metal. 


Chemical Analysis of Metals, Report of Com- 
mittee E-3, 506. 

Metal Powders and Metal Powder Products. 
Report of Committee B-9, 239. 

Non-Ferrous Metals and Alloys. Report of 
Committee B-2, 146. 

Report of Administrative Committee on 
Simulated Service Testing. Appendix VI, 
Annual Report of the Board of: Directors, 
81. 


Bend Tests. 


Creep-Time Relations for Polystryene Under 
Tension, Bending, and Torsion—Joseph 
Marin and George Cuff, 1158. Discussion, 
1175. 

Fatigue Characteristics of Aluminum Alloy 
75S-T6 Plate in Reversed Bending as 
Affected by Type of Machine and Speci- 
men—T. T. Oberg and R. J. Rooney, 804. 
Discussion, 813. 

A New High-Speed Sheet Metal Fatigue 
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Bend Tests — continued. 

Testing Machine for Unsymmetrical Bend 
ing Studies—G. R. Gohn and FE. R. Morton, 
702. Discussion, 714. 


Bituminous Materials. 


Bituminous Waterproofing and Roofing Ma 
terials. Report of Committee D-8, 415, 

Road and Paving Materials. Report of Com 
mittee D-4, 388. 

Summary of Proceedings of the Symposium 
on Accelerated Durability 
Bituminous Materials, 1037. 


Bleeding. 


The Direct and Continuous Measurement of 
Bleeding in Portland Cement-Water Mix- 
tures—Rudolph C. Valore, Jr., James FE. 
_ Bowling, and R. L. Blaine, 891. 
Laboratory Testing of Resistance of Traffic 
Paint to Bleeding—Fred S. Byerly. Pub- 
lished in ASTM Buttetin, No. 160, 
September, 1949, p. 52 (TP150). 


Testing of 


Blister Failure. 

Effect of Temperature on the Rate of Blister 
Failure of Finishes on Steel in Water 
Immersion Tests—J. A. Boylan and R. I. 
Wray. Published in ASTM Buttetin, No. 
~ 157, March, 1949, p. 53 (TP45). 


Board of Directors. 
Annual Report, 35. 


Boiler Feedwater. 


Water for Industrial Uses. Report of Com- 
mittee D-19, 476. 


Boiling Point Range. 

Proposed Method of Test for Determination 
of Boiling Point Range of Polymerization 
Grade Butadiene, Appendix VII, Report of 
Committee D-2, 364. 


Bolting Materials. 
Effect of Temperature on the Properties of 
Metals. Report of Joint Committee, 241. 
Boxes. 
Shipping Containers. Report of Committee 
D-10, 430. 
Brass. 
Chemical Analysis of Metals. Report of Com 
mittee E-3, 506. 
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Copper and Copper Alloys, Cast and Wrought, 
Report of Committee B-5, 174. 

Die-Cast Metals and Alloys. Report of Com. 
mittee B-6, 203. 

Recommendations 


Affecting Standards for 


Copper and Copper Alloys, Cast and 
Wrought, Appendix, Report of Committee 
177. 

Brick. 


Manufactured Masonary Units, Report of 
Committee C-15, 295. 
Refractories. Report of Committee C-8, 281, 


Bromine Number. 


Proposed Method of Test for Bromine Number 
of Petroleum Distillates (Color Indicator) 
Appendix IX, Report of Committee D-2, 
379. 

Proposed Method of Test for Bromine Nun- 
ber of Petroleum Distillates (Electrometric 
Method), Appendix X, Report of Com- 
mittee D-2, 383. 


See also Copper. 


Chemical Analysis of Metals. Report of Com- 
mittee E-3, 506. 

Copper and Copper Alloys, Cast and Wrought 
Report of Committee B-5, 174. 

Affecting Standards for 

Copper Copper Alloys, Cast and 

Wrought, Appendix, Report of Committee 

B-5, 177. 


Bronze. 


Recommendations 
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Building Constructions. 


Methods of Testing Building Constructions 
Report of Committee E-6, 518. 
Structural Sandwich Constructions, Report 


of Committee C-19, 303. 7 


Ignition and Burning Characteristics 0! 
Polyester, Phenolic, and Melamine Fibrous 
Glass Laminates—H. J. Stark. Published 
in ASTM Buttetin, No. 162, December 


1949, p. 55 (TP223). 


Cable. 


Wires for Electrical Conductors. Report 
Committee B-1, 141, 


Burning Characteristics. 
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Calorimeter. 


SUBJE 


Simple Calorimeter for Specific Heat Measure- 
ments—Roger Rice. Published in 
ASTM Buttetin, No. 157, March, 1949, 
p. 72 (TP64). 


Cast Iron. 


Cast Iron. Report of Committee A-3,97. 

Proposed Impact Testing Methods of Cast 
Iron, Appendix II, Report of Committee 
A-3, 105. 

Recommendations Affecting Standards for 
Light Metal] and Alloys, Cast and Wrought, 
Appendix, Report of Committee B-7, 208. 

Summary of Proceedings of the Symposium 
on Testing Cast Iron with SR-4 Type of 
Gage, 889. 

Castings. 

Non-Destructive Testing. Report of Com- 
mittee E-7, 520. 

Stability of Steels as Affected by Temperature 
(Project No. 29), J. J. Kanter, Appendix 
II, Report of Joint Committee on Effect 
of Temperature on the Properties of Metals, 
247. 


Cement. 


Asbestos-Cement Products, Report of Com- 
mittee C-17, 302. 

Cement. Report of Committee C-1, 256. 

The Direct and Continuous Measurement of 
Bleeding in Portland Cement-Water Mix- 
tures—Rudolph C. Valore, Jr., James FE. 
Bowling, and R. L. Blaine, 891. 

Long Time Tests of Concrete Containing 
Cements of Types I, II, and IIL Under 
Various Storage Conditions—W. J. McCoy 
and S. B. Helms, 909. Discussion, 920. 

The Nonevaporable Water Content of Hard- 
ened Portland-Cement Paste—Its Signifi- 
cance for Concrete Research and Its Method 
of Determination—Treval C. Powers. Pub- 
lished in ASTM Buttetin, No. 158, May, 
1949, p. 68 (TP94). 

A Polarographic Method for the Direct 
Determination of Aluminum Oxide in 
Portland Cement—C. L. Ford and Lor- 
rayne LeMar. Published in ASTM But- 
LETIN, No. 157, March, 1949, p. 66 (TP58). 

Report of the Study Sponsored by the Work- 
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if ing Committee on Sulfur Trioxide Content, 
Appendix IT, Report of Committee C-1, 
277. 

Testing Surface Waterproofers—F. O. Ander- 
egg. Published in ASTM Buttetin, No. 
156, January, 1949, p. 71 (TP33). Dis- 
cussion, p. 76 (TP38). 

Thermal Insulating Materials. 
Committee C-16, 299. 

The Use of Natural Anhydrite in Portland 
Cement—W. C. Hansen and J. O. Hunt. 
Published in ASTM Buttetin, No. 161, 
October, 1949, p. 50 (TP194); Discussion, 
p. 57 (TP201). 

A Wetting-and-Drying Test for Predicting 
Cement-Aggregate Reaction—C. H. Scholer, 
942. Discussion, 949. 


Report of 


Chain-Link Fence. 


Field Tests of Wire and Wire Products, 
Report of Subcommittee XV, Committee 
A-5, 113. 

Charpy Impact. 
See Impact Testing. 7 


Chemical Analysis. 


Cement. Report of Committee C-1, 256. 

Chemical Analysis of Metals. Report of Com- 
mittee E-3, 506. 

Spectrographic Analysis. 
mittee E-2, 504. 


Report of Com- 
Chemical Reactivity. 
See Reactive Materials in Concrete. 


Chromic Acid. 


Discussion of the Paper on Action of Chromic 
Acid Zinc Coatings. Published in 
ASTM BuLtetin, No. 156, January, 1949, 


p. 49 (TP11). 


Electrodeposited Metallic Coatings. Report of 


Committee B-8, 215. 
4 


Thixotropic Strength Regain of Clays— 
Louis Berger and John Gnaedinger. Pub- 
lished in ASTM Buttetin, No. 160, 
September, 1949, p. 64 (TP162). 
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Coal and Coke. Report of Committee D-5, 
401. 


Coatings. 


See also Electrodeposited Coatings; Paint. 

The Concept of Organic Coating Hardness— 
M. H. Switzer. Published in ASTM But- 
LETIN, No. 156, January, 1949, p. 67 
(TP29). 


Coke. 


Coal and Coke. Report of Committee D-5, 


401. 


Appearance, Report of Committee E-12, 534. 

Proposed Method for Determination of 
Color Index of Petroleum Products by 
Photoelectric Colorimeter, Appendix V, 
Report of Committee D-2, 349. 


Color. 


Proposed Method of Test for Bromine Num-, 


ber of Petroleum Distillates (Color Indi- 
cator), Appendix IX, Report of Committee 
D-2, 379. 

A Rapid Photoelectric Method for Deter- 
mination of the Relative Color Density of 
Liquids—Louis Lykken and John Rae, Jr. 
Published in ASTM Bu ttetin, No. 160, 
September, 1949, p. 47 (TP145). 
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Compression Testing. 


Comparative Relationship of Tensile, Com- 
pressive, and Flexural Strength of Mortar 
to the Flexural and Compressive Strength 
of Concrete, Report of Cooperative Tests, 
Appendix I, Report of Committee C-1, 
263. 

Long Time Tests of Concrete Containing 
Cements of Types I, II, and III Under 
Various Storage Conditions—W. J. McCoy 
and S. B. Helms, 909. Discussion, 920. 

Thixotropic Strength Regain of Clays—Louis 
Berger and John Gnaedinger. Published in 
ASTM Buttetin, No. 160, September, 
1949, p. 64 (TP162). 

The Use of Natural Anhydrite in Portland 
Cement—W. C. Hansen and J. O. Hunt. 
Published in ASTM Buttetin, No. 161, 
October, 1949, p. 50 (TP194); Discussion, 
p. 57 (TP201). 


Concrete, 


Chemical Reactions of Indiana Aggregate jn 
Disintegration of Concrete—Floyd O. Slate, 
954. Discussion, 962. 

Concrete and Concrete Aggregates, Report of 
Committee C-9, 286. 

The Design of Concrete Mixes Containing 
Entrained Air-Thomas H. Thornburn, 921. 
Discussion, 931. 

Engineering Properties of Coral Reef Ma- 
terials—C. Martin Duke, 964. 

Long Time Tests of Concrete Containing 
Cements of Types I, II, and IIL Under 
Various Storage Conditions—W. J. McCoy 
and S. B. Helms, 909. Discussion, 920. 

i Manufactured Masonry Units, Report of 
Committee C-15, 295. 

The Nonevaporable Water Content of 
Hardened Portland-Cement Paste—Its Sig- 
nificance for Concrete Research and Its 
Method of Determination—Treval C. Pow- 
ers. Published in ASTM Buttetin, No. 
158, May, 1949, p. 68 (TP94). 

The Preparation of Concrete for Airport 
Runways—Inge Lyse. Published in AS- 
TM Buttetin, No. 161, October, 1949, 
p. 48 (TP192). 

Summary of Proceedings of the Symposium 
on Accelerated Durability Testing of 
Bituminous Materials, 1037. 


Conditioning. 


Corrosion of Non-Ferrous Metals and Alloys. 
Report of Committee B-3, 150. 

Electrical Insulating Materials. Report o/ 
Committee D-9, 418. 

Methods of Testing. Report of Committee 
E-1, 498, 

Report of Administrative Committee on 
Simulated Service Testing. Appendix VI, 
Annual Report of the Board of Directors, 
81. 

Size and Border Conditions of Test Specimens 
in Their Relation to Results of Fire Tests— 
S. H. Ingberg, 1065. Discussion, 1078. 


Consistency. 


A Direct Reading Attachment for the Stormer 
Viscometer—H. B. Klimper, L. P. Larson, 
and J. H. Calbeck. Published in ASTM 
BULLETIN, No. 161, October, 1949, p. 33 
(TP177). 
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A Method for the Standardization of Krebs 
Modified Stormer Viscometers—C. F. Jack- 
son and W. H. Madson. Published in 
ASTM Buttetin, No. 161, October, 1949, 
p. 36 (TP180). 

Methods of Testing. Report of Committee 
E-1, 498. 


Consumer Goods. 


Report of Administrative Committee on 
Ultimate Consumer Goods. Appendix V, 
Annual Report of the Board of Directors, 
80. 


Contact Metals. 


Electrical-Heating, Resistance and Related 
Alloys. Report of Committee B-4, 171. 


Containers. 


Shipping Containers. Report of Committee 
D-10, 430. 


Copper. 


Copper and Copper Alloys, Cast and Wrought. 
Report of Committee B-5, 174. 

Electrodeposited Metallic Coatings. Report 
of Committee B-8, 215. 

A Laboratory-Cast Pin Sample for the 
Spectrographic Analysis of Copper-Base 
Alloys—E. W. Palmer, J. P. Irwin, and 
C. C. Fogg. Published in ASTM Buttetin, 
No. 160, September, 1949, p. 41 (TP139). 

Magnetism in Copper Alloys: The Effect of 
Iron as Impurity—Allison Butts and Paul 
L. Reiber, Jr., 857. Discussion, 884. 

Non-Ferrous Metals and Alloys. Report of 
Committee B-2, 146. 

Recent Milestones in Metals and Minerals— 
John D. Sullivan. Published in ASTM 
BuLietin, No. 156, January, 1949, p. 41 
(TP3). 

Recommendations Affecting Standards for 
Copper and Copper Alloys, Cast and 
Wrought, Appendix, Report of Committee 
B-5, 177. 


Copper-Bearing Steel. 


See also Steel. ee 

Corrosion of Iron and Steel. Report of Com- 
mittee A-5, 110. 

Field Tests of Wire and Wire Products, 
Report of Subcommittee XV, Committee 
ASS, 113. 


Copper Wire. 


Field Tests of Wire and Wire Products, 
Report of Subcommittee XV, Committee 
A-5, 113. 

Wires for Electrical Conductors. Report of 
Committee B-1, 141. 


Coral Reef Materials. 


Engineering Properties of Coral Reef Ma- 
terials—C. Martin Duke, 964. 


Corrosion. 


Corrosion of Iron and Steel. Report of Com- 
mittee A-5, 110. 

Corrosion of Non-Ferrous Metals and Alloys. 
Report of Committee B-3, 150. 

Die-Cast Metals and Alloys. Report of Com- 
mittee B-6, 203. 

Discussion of the Paper on Action of Chromic 
Acid on Zinc Coatings. Published in ASTM 
BuLLeTIN, No. 156, January, 1949, p. 49 
(TP11). 

Discussion of the Paper on Visual Rating of 
Rusted Steel Specimens. Published in AS 
TM Buttetin, No. 162, December, 1949, 
p. 67 (TP235). 

Effect of Weather on the Initial Corrosion 
Rate of Sheet Zinc, O. B. Ellis. Appendix, 
Report of Committee B-3, 152. Discussion, 
162. 

Electrodeposited Metallic Coatings. Report of 
Committee B-8, 215. 

Engine Antifreezes. Report of Committee 
D-15, 461. 

Field Tests of Wire and Wire Products, Report 
of Subcommittee XV, Committee A-5, 113. 

Tron-Chromium, Iron-Chromium-Nickel, and 
Related Alloys. Report of Committee A-10, 
133. 

Light Metals and Alloys, Cast and Wrought. 
Report of Committee B-7, 205. 

Summary of Proceedings of the Symposium on 
Evaluation Tests for Stainless Steels, 887. 


Corrosion-Resisting Steel. 
3 also Alloy Steel; Corrosion. 


_ Elastic and Fracture Toughness Studies of a 

Stainless Steel—Carl W. Muhlenbruch, 
738. Discussion, 754. 

Field Tests of Wire and Wire Products, 


Report of Subcommittee XV, Committee 


A-5, 113. 
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Corrosion-Resisting Steel—continued. 

Inspection of Stainless Steel Architectural 
Structures, Report of Special Committee, 
Appendix, Report of Committee A-10, 138. 

[ron-Chromium, [ron-Chromium-Nickel, and 
Related Alloys, Report of Committee A-10, 
133. 

Summary of Proceedings of the Symposium on 
Evaluation Tests for Stainless Steels, 887. 


Cotton. 


Textile Materials. Report of Committee D-13, 
445. 


Creep. 


The Creep Characteristics of Compression 
Molded Polyethylene——G. R. Gohn, J. D. 
Cummings, and W. C. Ellis, 1139. Dis- 
cussion, 1152. 

Creep and Relaxation in Compressed Absestos 
Gaskets—F. C. Thorn. Published in ASTM 
BULLETIN, No. 160, September, 1949, p. 58 
(TP156). 

Creep and Stress-Rupture Investigations on 
Some Aluminum Alloy Sheet Metals—J. E. 
Dorn and T. E. Tietz, 815. Discussion, 832. 

Creep-Time Relations for Polystyrene Under 
Tension, Bending, and ‘Torsion—Joseph 
Marin and George Cuff, 1158. Discussion, 
1175. 

Dynamic Creep and Rupture Properties of 
Temperature Resistant Materials Under 
Tensile Fatigue Stress—B. J. Lazan, 757. 
Joint Discussion, 799. 

Effect of Manufacturing Practice on Creep 
and Creep-Rupture Strength of Low-Car- 
bon Steel—G. V. Smith and E. J. Dulis, 
584. Discussion, 600. 

Effect of Pulsating Loads on the Creep 
Characteristics of Aluminum Alloy 14S-T 
M. J. Manjoine, 788. Joint Discussion, 799. 
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157, March, 1949, p. 53 (TP45). 
Laboratory Testing of Resistance of Traffic 
Paint to Bleeding—Fred S. Byerly. Pub- 
lished in ASTM Buttetin, No. 160, Sep- 
tember, 1949, p. 52 (TP150). 
\ Method for the Standardization of Krebs 
Modified Stormer Viscometers—C. F. Jack- 
son and W. H. Madson. Published in AS- 
TM Buttetin, No. 161, October, 1949, 
p. 36 (TP180). 
Paint, Varnish, Lacquer, and Related Prod- 
ucts. Report of Committee D-1, 305. 
Panel Discussion on “Practical Aspects of 
the Testing of Paint and Varnish Products.” 
Pele in ASTM Buttetin, No. 161, 
October, 1949, p. 39 (TP183). 
The Surface Preparation and Repainting of 
Structural Iron and Steel, Arnold J. Eick- 
hoff. Appendix, Report of Committee D-1, 
311. 


Panels. 


Method of Testing Building Constructions. 


Electrical Insulating Materials. Report of 
Committee D-9, 418. 
Paper and Paper Products, Report of Com- 


mittee D-6, 404, 


Report of Committee E-6, 518. 
Paper. 


Philosophy of Reid and 
W. R. Willets. Published in ager But- 
LETIN, No. 156, January, 1949, p. 39 
(TP1), 

Shipping Containers. 
D-10, 430. 


Report of Committee 


Papers and Publications. 


Annual Report of the Board of Directors, 35, 
Report of Administrative Committee on 
Papers and Publications. Appendix IV, 
Annual Report of the Board of Directors, 77. 


Paperboard. 


Paper and Paper Products. Report of Com- 
mittee D-6, 404, 


Particle Size. 


Methods of Testing. Report of Committee 
E-1, 498. 

Paving Materials. 

Road and Paving Materials. Report of 


Committee D-4, 388. 


Performance Testing. 


Performance Tests, Report of Subcommittee 
II, Committee B-8, 220. 

Performance Testing of Packages in Relation 
to Handling and Shipping—Julian Harrison 
Toulouse. Published in ASTM Bu ttetiy, 
No. 159, July, 1949, p. 50 (TP110). 


Petroleum Products. 


Petroleum Products and Lubricants. Report 
of Committee D-2, 318. 

Proposed Definitions, Functions, Types, and 
Designations of Cutting Fluids, Appendix 
III, Report of Committee D-2, 345. 

Proposed Method of Test for Bromine Number 
of Petroleum Distillates (Color Indicator), 
Appendix IX, Report of Committee D-2, 
379. 

Proposed Method of Test for Bromine Num- 
ber of Petroleum Number of Petroleum 
Distillates (Electrometric Method), Ap- 
pendix X, Report of Committee D-2, 383. 

Proposed Method of Test for Determination 
of Boiling Point Range of Polymerization 
Grade Butadiene, Appendix VII, Report of 
Committee D-2, 364. 

Proposed Method for Determination of Color 
Index of Petroleum Products by Photo- 
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electric Colorimeter, Appendix V, Report 
of Committee D-2, 349. 

Proposed Method of Test for the Determina- 
tion of Micro Cone Penetration of Lubri- 
cating Grease, Appendix I, Report of Com- 
mittee D-2, 334. 

Proposed Method of Test for Sulfur in Pe- 
troleum Products by the CO.—O, Lamp 
Method, Appendix VI, Report of Commit- 


Methods of Testing. Report of Committee E-1, 
498. 


pH Value. 


Pharmaceutical Containers. 


Glass and Glass Products. Report of Com- 
mittee C-14, 293. 


Photoelectric Methods. 


Chemical Analysis of Metals. Report of Com- 


mittee E-3, 506. a 


A Geiger-Miiller Counter Method of De- 
termining Phosphorus in Steels—Ford R. 
Bryan and George A. Nahstoll. Published, 
in ASTM Buttetin, No. 157, March, 1949, 
p. 55 (TP47). 

Proposed Method of Test for Phosphorus in 
Lubricating Oils, Lubricating Oil Additives 
and Their Concentrates, Appendix VITT, 
Report of Committee D-2, 369. 

A Direct Reading Portable Photoelectric 
Photometer for Determining Reflectance of 
Highway Centerlines—John M. Hill and 
Howard W. Ecker. Published in ASTM 
BuLLeTIN, No. 159, July, 1949, p. 69 
(TP129). 

Proposed Method for Determination of Color 
Index of Petroleum Products by Photo- 
electric Colorimeter, Appendix V, Report 
of Committee D-2, 349. 

A Rapid Photoelectric Method for Determi- 
nation of the Relative Color Density of 
Liquids—Louis Lykken and John Rae, Jr. 
Published in ASTM Buttetin, No. 160, 
September, 1949, p. 47 (TP145). © 


Phosphorus. 


Pigments. 


Paint, Varnish, Lacquer, and Related Prod- 
ucts. Report of Committee D-1, 305. 


Pine Oil. 
Naval Stores. Report of Committee D-17, 463. 


Pipe. 


Stability of Steels as Affected by Temperature 
(Project No. 29), J. J. Kanter, Appendix 
II, Report of Joint Committee on Effect of 
Temperature on the Properties of Metals, 
247. 


Pitch. 


Bituminous Waterproofing and Roofing Ma- 
terials. Report of Committee D-8, 415. 


Plastics. 


The Creep Characteristics of Compression 
Molded Polyethylene—G. R. Gohn, J. D. 
Gummings, and W. C. Ellis, 1139. Dis- 
cussion, 1152. 

Creep-Time Relations for Polystyrene Under 
Tension, Bending, and Torsion—Joseph 
Marin and George Cuff, 1158. Discussion, 
1175. 

Damping and Resonant Load-Carrying Ca- 
pacities of Polystyrene and Other High 
Polymers—J. A. Sauer and W. J. Oliphant, 
1119. Discussion, 1132. 

Electrical Insulating Materials. Report of 
Committee D-9, 418. 

Flexure Testing of Plastic Materials—J. W. 
Westwater, 1092. Discussion, 1118. 

Ignition and Characteristics of 
Polyester, Phenolic, and Melamine Fibrous 
Glass Laminates—H. J. Stark. Published 
in ASTM Buttettin, No. 162, December, 
1949, p. 55 (TP223). | 

Impact Testing of Plastics: Elimination of — 
the Toss Factor—Bryce Maxwell and © 
L. F. Rahm. Published in ASTM Buttetin, | 
No. 161, October, 1949, p. 44 (TP188); 
Discussion, p. 47 (TP191). 

Plastics. Report of Committee D-20, 483. 

Recommendations Affecting Standards on 
Plastics. Appendix, Report of Committee 
D-20, 488. 

The Significance of the Charpy and Flexure— 
Tests in Evaluating the Impact Sabine 
of Plastics—H. M. Quackenbos, Jr., J. M. 
Hill, Jr., and C. E. Staff. Published in 
ASTM Buttetin, No. 159, July, 1949, 
p. 56 (TP116). Discussion, p. 62 (TP122). 

Some Notes on the Effect of Testing Machines 
on the Tensile Properties of Plastic Films— 


Burning 
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Plastics —-continued. Presentation of Data. 
Ladislav Boor. Published in ASTM BULLE- 
tin, No. 162, December, 1949, p. 47 
(TP215). 


Approximate Statistical Method for Fatigue 
Data—R. E. Peterson. Published in ASTM 
+* BuLLetTIN, No. 156, January, 1949, p. 50 
(TP12). Discussion, No. 158, May, 1949, 
p. 62 (TP88). 
The Time Delay for the Initiation of Plastic z 
Deformation at Rapidly Applied Constant Presidents Address and Talks. ; 
Stress—D. S. Clark and D. S$. Wood, 717. 
Discussion, 736. 


Plastic Deformation. 


“The Progress of A.S.T.M.,” Annual Address 
by the President, R. L. Templin, 33. 
Plastic Films. “Aluminum” R. L. Templin. Published in 
ASTM BuLtetin, No. 158, 1949, p. 45 

Method for Weight Loss of Plastic Films and (TP71). 


Sheets on Heating—-Maurice EK. Marks. 7 
Published in ASTM Burtetin, No. 159, Pressure Method. | 


July, 1949, p. 53 (TP113). Discussion of the Paper on the Pressure 
Method for Air Content of Mortars. 


- Published in ASTM Butterin, No. 158, 
Wood. Report of Commiitee D-7, 407. May, 1949, p. 65 (TP91). 


Poles. Protective Coatings. 
Wood. Report of Committee D-7, 407. See also Paint. 
Electrical Method for Evaluation of Pro- 
tective Coatings as Moisture Barriers— 
Evaluation of Polishes for Use on Aluminum Marion A. Arthur. Published in ASTM 
Aircraft Surfaces—Roy A. Machlowitz. BULLETIN, No. 160, September, 1949, p. 57 


Published in ASTM Buttetin, No. 156, (TP155). 
January, 1949, p. 46 (TP8). _ 
Q 
Polymers. Quality Control. 


Damping and Resonant Load-Carrying Ca- 
« eo Committee E-11, 532. 

olymers—J. A. Sauer anc . J. Oliphant, Quicklime. 


1119. Discussion, 1152, Sang Lime. Report of Committee C-7, 280. 
Polystyrene. R 


Creep-Time Relations for Polystyrene Under 

Tension, Bending, and Torsion—-Joseph ; 

Marin and George Cuff, 1158. Discussion, Electrical-Heating, Electrical-Resistance, and 


Quality Control of Materials. Report of 


Radio Tube Materials. 


1175. Electric-Furnace Alloys. Report of Com- 
Damping and Resonant Load-Carrying Ca- mittee B-4, 171. 

pacities of Polystyrene and Other High 5 

Polymers—J. A. Sauer and W. J. Oliphant, Radioactive Tracer Technique. 


1119. Discussion, 1132. Application of the Radioactive Tracer Tech- 
nique to Metal Cleaning—J. C. Harris, 
R. E. Kamp, and W. H. Yanko. Published 

Report of Administrative Committee on in ASTM Buttetin, No. 158, May, 1949, 


Standards. Appendix II, Annual Report of p. 49 (TP75). ae 
Radiography. a 


the Board of Directors, 71. 
Powder Metallurgy. an Summary of Proceedings of the Papers on 
Radiography, 890. 


Porcelain Enamel. 
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Rate of Loading. 
See Speed of Testing. 
Rating of Fuels. 


Proposed Carburetor Jacket for Use with 
Motor and Research Methods to Rate High 
Vapor Pressure Fuels, Appendix IV, Report 


Committee D-2, 347. 
Rayon. 
Textile Materials. Report of Committee 


D-13, 445. 


Reactive Materials in Concrete. 
Chemical Reactions of Indiana Aggregate in 
Disintegration of Concrete—Floyd O, Slate, 
954. Discussion, 962. 


Reflectance. 

A Direct Reading Portable Photoelectric 
Photometer for Determining Reflectance of 
Highway Centerlines—John M. Hill and 
“Howard W. Ecker. Published in ASTM 
BuLtietin, No. 159, July, 1949, p. 69 

(TP129). 


Refractories. 
Refractories. Report of Committee C-8, 281. 
Research. 


Effect of Temperature on the Properties of 


Metals. Report of Joint Research Com- 
mittee, 241. 
Proposed Carburetor Jacket for Use with 


Motor and Research Methods to Rate 
High Vapor Pressure Fuels, Appendix IV, 
Report of Committee D-2, 347. 
Report of Administrative Committee on Re 
search, Appendix III, Annual Report of 
the Board of Directors, 75. 


Residual Stresses. 

Residual Stresses in Metals. Twenty-third 
Edgar Marburg Lecture—William Marsh 
Baldwin, Jr., 539. 


Road Materials. 
See also Aggregates; Brick; Cement; Con- 
crete. 
Engineering Properties of Coral Reef Ma- 
terials—C. Martin Duke, 964. 
The Procedure and Significance of Chemical 
and Mineralogical Tests on Soils—V. F. B. 


Metallography, Report of Committee E-4, 


de Mello and T. William Lambe, 977. 
Discussion, 990. 

Road and Paving Materials. Report of Com- 
mittee D-4, 388. 

Soils for Engineering Purposes. Report of 
Committee D-18, 472. 

Study on Mechanical Oscillators—R. K. 
Bernhard, 1016. Discussion, 1034. 


Subsurface Explorations by Geophysical 
Methods—E. Raymond Shepard, 993. 
Discussion, 1010. 


Summary of Proceedings of the Symposium 
on Accelerated Durability Testing of Bi- 
tuminous Materials, 1037. 


Roofing Materials. 


Bituminous Waterproofing and Roofing Ma- 
terials. Report of Committee D-8, 415. 
Summary of Proceedings of the Symposium 
on Accelerated Durability Testing of Bi- 

tuminous Materials, 1037. 

Twenty to 30 Years’ Weathering of Asphalt 
Shingles Made with Unfilled Coatings— 
G. L. Oliensis. Published in ASTM But- 
LETIN No. 165, April, 1950. Discussion. 


Rosin. 


Naval Stores. Report of Committee D-17, 463. 
Suggested Methods of Test for Rosin Oils, 
Appendix IT, Report of Committee D-17, 469. 


Rubber. 


Rubber Products. Report of Committee D-11, 
431. 

Study of A.S.T.M. Tentative Stiffness Test as 
Applied to Rubber—Dietrich G. Stechert 
Published in ASTM Buttetin, No. 157, 
March, 1949, p. 61 (TP53). 

Symposium on Aging of Rubbers—Summary 
of Proceedings of the Chicago Spring 


Meeting, 1189. 


Rust. 
Discussion of Paper on Visual Rating of 
Rusted Steel Specimens. Published in AS- 
TM BuLietin. No. 162, December, 1949, 
p. 67 (TP235). 
Salt Spray Tests. 
Corrosion of Non-Ferrous Metals and Alloys. 
Report of Committee B-3, 150. 
Sampling. 
Quality Control of Materials. Report of Com- 
mittee E-11, 532. 
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Simulated Service Testing. 


Sampling -—continued. 

Some Problems in the Sampling of Bulk 
Materials—Louis Tanner and W. Edwards 
Deming, 1181. Discussion, 1187. 


Sandwich Constructions. 


Structural Sandwich Constructions, 


Report 
of Committee C-19, 303. a 


Scratch Resistance. 


A History of Hardness Tests Based on Scratch 
Resistance Measurements—Ernest C. Bern- 
hardt. Published in ASTM 
No. 157, March, 1949, p. 49 (T41). 


Seismograph. 
Subsurface Explorations by Geophysical 
Methods—E. Raymond Shepard, 993. 


Discussion, 1010. 


Service Tests. 


Mineral Transformer Oil 
Frank M. Clark, 1041. 


Evaluation of 
During Service 
Setting Time. 
The Use of Natural Anhydrite in Portland 
Cement—W. C. Hansen and J. O. Hunt. 
Published in ASTM Bu ttetin, No. 161, 
October, 1949, p. 50 (TP194); Discussion, 
p. 57 (TP201). 
Sheet. 


Creep and Stress-Rupture Investigations on 


Some Aluminum Alloy Sheet Metals 
J. E. Dorn and T. FE. Tietz, 815. Discussion, 
832. 

Shellac. 


Paint, Varnish, Lacquer, and Related Prod- 
ucts. Report of Committee D-1, 305. 


Shingles. 

Bituminous Waterproofing and Roofing Ma- 
terials. Report of Committee D-8, 415. 

Twenty to 30 Years’ Weathering of Asphalt 
Shingles Made with Unfilled Coatings— 
G. L. Oliensis. Published in ASTM But- 
LETIN No. 165, April, 1950. Discussion. 


Shipping Containers. 

Performance Testing of Packages in Relation 
to Handling and Shipping—Julian Harrison 
Toulouse. Published in ASTM Bu ttetin, 
No. 159, July, 1949, p. 50 (TP110). 

Shipping Containers. Report of Committee 

D-10, 430. 


Engine Antifreezes. Report of Committee 
D-15, 461. 
Methods of Testing Building Constructions. 
Report of Committee E-6, 518. 
Performance Testing of Packages in Relation 
to Handling and Shipping—Julian Harrison 
Toulouse. Published in ASTM Buttetin, 
No. 159, July, 1949, p. 50 (TP110). 
Report of Administrative Committee on Simu- 
lated Service Testing. Appendix VI, Annual 
Report of the Board of Directors, 81. 
Significance of Naval Testing—Ellsworth F. 
Seaman. Published in ASTM But tetin, 
No. 160, September, 1949, p. 62 (TP160). 


Sludge Test. 


Evaluation of Mineral Transformer Oil 
During Service—Frank M. Clark, 1041. 
Soaps and Detergents. 
Soaps and Other Detergents. Report of 
Committee D-12, 441. 
Soils. 


Engineering Properties of. Coral Reef Ma- 
terials—C. Martin Duke, 964. 

The Procedure and Significance of Chemical 
and Mineralogical Tests on Soils—V. F. B. 
de Mello and T. William Lambe, 977. 
Discussion, 990. 

Soils for Engineering Purposes. Report of 
Committee D-18, 472. 

Thixotropic Strength Regain of Clays—Louis 
Berger and John Gnaedinger. Published in 
ASTM Buttetin, No. 160, September, 
1949, p. 64 (TP162). 

Study on Mechanical Oscillators—R. K. 
Bernhard, 1016. Discussion, 1034. 


Subsurface Explorations by Geophysical 
Methods—E. Raymond Shepard, 993. 
Discussion, 1010. 

Solder. 


Chemical Analysis of Metals, Report of Com- 
mittee E-3, 506. 
Non-Ferrous Metals and Alloys. Report of 


Committee B-2, 146. 


Discussion of the Paper Regarding the Sonic 


Sonic Testing. 
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Using Round-Section Bars. Published in 

ASTM Buttetw, No. 159, July, 1949, p. 
49 (TP109). 

Spectrographic Analysis. 

A Laboratory-Cast Pin Sample for the Spec- 
trographic Analysis of Copper-Base Alloys 
+-E. W. Palmer, J. P. Irwin, and C. C. 

Fogg. Published in ASTM Buttettn, No. 
160, September, 1949, p. 41 (TP139). 

Spectrographic Analysis. Report of Commit- 
tee E-2, 504. 

Spectrographic Methods for Determining 
Magnesium in Nodular Iron—Ford R. 
Bryan, G. A. Nahstoll, and H. D. Veldhuis. 

_ Published in ASTM Buttetin, No. 162, 
December, 1949, p. 69 (TP237). 
Speed of Testing. 


Effect of Speed of Testing on the Tensile 
Properties of Austenitic Stainless Steel 
Sheets—R. H. Heyer. Published in ASTM 
BULLETIN, No. 158, May, 1949, p. 57 
(TP83). Discussion, No. 162, December, 
1949, p. 53 (TP221). 

Methods of Testing. Report of Committee E-1, 
498. 

Speed of Testing—F. G. Tatnall. Published 


.in ASTM Bwttetin, No. 161, October, 
1949, p. 23 (TP167). — 


Spot Testing. 


Summary of Proceedings of the Symposium 
on Rapid Methods for the Identification 
of Metals, 888. ; 


SR-4 Gage. 


Summary of Proceedings of the Symposium on 
Testing Cast Iron with SR-4 Type of Gage, 
889. 


Stability of Steels. 


Effect of Temperature on the Properties of 
Metals. Report of Joint Committee, 241. 
Stability of Steels as Affected by Temperature 
(Project No. 29), J. J. Kanter, Appendix IT, 


| Temperature on the Properties of Metals, 


247. 
Stainless Steel. _ 


See Alloy Steels; Corrosion-Resisting 
Steels. 


Report of Joint Committee on Effect of Shee of 
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Standards and Standardization. 


A Method for the Standardization of Krebs 
Modified Stormer Viscometers—C. F. Jack- 
son and W. H. Madson. Published in 
ASTM Buttetin, No. 161, October, 
1949, p. 36 (TP180). 

Philosophy of Specifications—L. S. Reid and 
W. R. Willets. Published in ASTM Butte- 
Tin, No. 156, January, 1949, p. 39 (TP1). 

Report of Administrative Committee on 
Standards. Appendix II, Annual Report af 
the Board of Directors, 71. 

Summary of Proceedings of the Fifty-second 
Annual Meeting, 1. 


Statistical Analysis. 


Approximate Statistical Method for Fatigue 
Data—R. E. Peterson. Published in ASTM 
Buttetin, No. 156, January, 1949, p. 50 
(TP12). Discussions No. 158, May, 1949, 
p. 62 (TP88); No. 159, July, 1949, p. 65 
(TP125). 

Quality Control of Materials. 
Committee E-11, 532. 

Some Problems in the Sampling of Bulk Ma- 
terials—Louis Tanner and W. ‘Edwards: 
Deming, 1181. Discussion, 1187. 


Report 


Steel. 


Chemical Analysis of Metals. 
Committee E-3, 506. 

Corrosion of Iron and Steel. Report of Com- 
mittee A-5, 110. 

Discussion of the Paper on Visual Rating of 
Rusted Steel Specimens. Published in AS 
TM Bu ttetin, No. 162, December, 1949, 
p. 67 (TP2350). 

Effect of Manufacturing Practice on Creep and 
Creep-Rupture Strength of Low-Carbon 
Steel—G. V. Smith and E. J. Dulis, 584. 
Discussion, 600. 

The Effect of Metallizing Procedures on the 
Fatigue Properties of Steel—W. Lee 
Williams, 683. Discussion, 701. 

Effect of Speed of Testing on the Tensile 

Austenitic Stainless Steel 
Sheets—R. H. Heyer. Published in ASTM 
Buttetin, No. 158, May, 1949, p. 57 
'(TP83). Discussion, No. 162, December, 
1949, p. 53 (TP221). 

The Effect of Temperature and Material 
Structure on the Fracture Properties of 
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Steel 


-continued. 

Medium-Carbon Steel —Julius Miklowitz, 
602. 

Effect of Temperature on the Properties of 
Metals. Report of Joint Committee, 241. 

Effect of Temperature on the Rate of Blister 
Failure of Finishes on Steel in Water 
Immersion Tests—J. A. Boylan and R. I. 
Wray. Published in ASTM Bu tetin, No. 
157, March, 1949, p. 53 (TP45). 

Effect of Variables in the Creep Resistance 
of Steel (Project No. 18), H. C. Cross, 
Appendix I, Report of Joint Committee on 
Effect of Temperature on the Properties of 
Metals, 246. 

Elastic and Fracture Toughness Studies of a 
Stainless Steel—Carl W. Muhlenbruch, 738. 
Discussion, 754. 

Electrodeposited Metallic Coatings, Report 
of Committee B-8, 215. 

Field Tests of Wire and Wire Products, 
Report of Subcommittee XV, Committee 
A-5, 113. 

A Geiger-Miiller Counter Method of De- 
termining Phosphorus in Steels—Ford R. 
Bryan and George A. Nahstoll. Published 
in ASTM Buttetin, No. 157, March, 
1949, p. 55 (TP47). 

The Influence of Conditions of Heat Treat- 
ment and Hot-Cold Work on the Properties 
of Low-Carbon N-155 Alloy at Room Tem- 
perature and 1200 F.—-J. W. Freeman, E. E. 
Reynolds, D. N. Frey, and A. E. White, 618. 

The Influence of Fluctuations in Stress 
Amplitude on the Fatigue of Metals—T. J. 

Dolan, F. E. Richart, Jr., and C. E. Work, 
646. Discussion, 680. 

Iron-Chromium, Iron-Chromium-Nickel, and 
Related Alloys. Report of Commitre A-10, 
133. 

_ Magnetic Properties. Report of Committee 
128. 

A Method of Determining the Percentage 

Elongation at Maximum Load in the Ten- 
sion Test—Paul G. Nelson and Joseph 
-Winlock. Published in ASTM Bu tetin, 


No. 156, January, 1949, p. 53 (TP15). Dis- 
ction, No. 162, December, 1949, p. 46 
(TP215). 

Recommendations Affecting Standards for 
Steel. Appendix, Report of Committee 
A-l, 90. 

Stability of Steels as Affected by Temperature 

(Project No. 29), J. J. Kanter, Appendix 


II, Report of Joint Committee on Effect of 
Temperature on the Properties of Metals, 
247. 

The Standardization and Simplification of 
Steel Products—L. H. Winkler and J. G. 
Morrow. Published in ASTM But erin, 
No. 157, March, 1949, p. 20. 

Report of Committee A-1 on Steel, 84. 

Summary of Proceedings of the Symposium 
on Evaluation Tests for Stainless Steels, 
887. 

Summary of Proceedings of the Symposium 
on Rapid Methods for the Identification 
of Metals, 888. 

The Surface Preparation and Repainting of 


Structural Iron and Steel, Arnold J. 
Kickhoff. Appendix, Report of Committee 
D-1, 311. 


The Time Delay for the Initiation of Plastic 
Deformation at Rapidly Applied Constant 
Stress—D. S. Clark and D. S. Wood, 717. 
Discussion 2736. 


Stiffness Test. 


Study of A.S.T.M. Tentative Stiffness Test 
as Applied to Rubber—Dietrich G. 
Stechert. Published in ASTM But ett, 
No. 157, March, 1949, p. 61 (TP53). 


Strain Gages. 


Strain Gages for Large Plastic Strains and 
Combined Stresses—Joseph Marin. Pub- 
lished in ASTM Buttetin, No. 161, Oc- 
tober, 1949, p. 28 (TP172). 


Stress Analysis. i 

Creep and Stress-Rupture Investigations on 

Some Aluminum Alloy Sheet Metals—J. 

Ek. Dorn and T. E. Tietz, 815. Discussion, 
832. 

A Method of Determining the Percentage 
Elongation at Maximum Load _in_ the 
Tension Test—Paul G. Nelson and Joseph 
Winlock. Published in ASTM Bu ett, 
No. 156, January, 1949, p. 53 (TP15). 
Discussion No. 162, December, 1949, p. % 
(TP215). 

Residual Stresses in Metals. Twenty-third 
Edgar Marburg Lecture—William Marsh 
Baldwin, Jr., 539. 

Summary of Proceedings of the Symposium 
on Testing Cast Iron with SR-4 Type o 
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Structural Units. 


Meihods of Testing Building Constructions. 


Report of Committee E-6, 518. 
Structural Sandwich Constructions, Report 
of Committee C-19, 303. 
Subsurface Exploration. 
Subsurface 


Explorations by Geophysical 


Methods—E. Raymond Shepard, 993. 
Discussion, 1010. 
Sulfur. 


Proposed Method of Test for Sulfur in Pe- 
troleum Products by the CO.—O, Lamp 
Method, Appendix VI, Report of Com- 
mittee D-2, 355. 

Sulfur Trioxide Content, Report of the Study 
Sponsored by the Working Committee on 
Sulfur Trioxide Content, Appendix TIT, 
Report of Committee C-1, 277. 


Summary of Proceedings. 


Summary of Proceedings of the Fifty-second 
Annual Meeting, 1. 


Surface Treatment. 


The Surface Preparation and Repainting of 
Structural Iron and Steel, Arnold J. 
Eickhoff. Appendix, Report of Committee 
D-1, 311. 


Synthetic Rubber. 


Rubber Products. Committee 
D-11, 431. 


Tall Oil. 


Naval Stores. Report of Committee D-17, 463. 


Report of 


Tar. 


Bituminous Waterproofing and Roofing Ma- 
terials. Report of Committee D-8, 415. 

Road and Paving Materials. Report of Com- 
mittee D-4, 388. 

Summary of Proceedings of the Symposium 
on Accelerated Durability Testing of 
Bituminous Materials, 1037. 


Temperature, Effect of. 


Apparatus for Automatic Uniform Controlled 
of Temperature--V. C. Taxwood and 
C. R. Stock. Published in ASTM Buc te- 
TIN, No. 157, March, 1949, p. 76 (TP68). 
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Tension Testing. 


Dynamic Creep and Rupture Properties of | 
Temperature-Resistant Materials Under 
Tensile Fatigue Stress—B. J. Lazan, 757. 

Joint Discussion, 799. 

Effect of Temperature on the Properties of 7 
Metals. Report of Joint Committee, 241. 

The Effects of Temperature and Material oo 
Structure on the Fracture Properties of — q 
Medium-Carbon Steel—Julius Miklowitz, 

602. 

Effect of Variables in the Creep Resistance of ; ¥ 


Steel (Project No. 18), H. C. Cross, Ap-— 
pendix I. Report of Joint Committee on _ 
I:ffect of Temperature on the Properties of 
Metals, 246. 
Electrical-Heating, Electrical-Resistance, and 
Electric-Furnace Alloys. Report of Com- — 
mittee B-4, 171. 
High-Temperature and United State, 


Testing Equipment in the United States, 
Appendix III, Report of Joint Committee 
on Effect of Temperature on the Properties 
of Metals, 249. 

The Influence of Conditions of Heat Treat- — 
ment and Hot-Cold Work on the Properties 
of Low-Carbon N-155 Alloy at Room Tem- 
perature and 1200 F.—J. W. Freeman, E. | 
I. Reynolds, D. N. Frey, and A. E. White, — 
618. 

Stability of Steels as Affected by Temperature 
(Project No. 29), J. J. Kanter, Appendix 
II, Report of Joint Research Committee on _ ) 
Effect of Temperature on the Properties of 
Metals, 247. 


Summary of Proceedings of the Fifty-second 


Annual Meeting, 7. 


Comparative Relationship of Tensile, Com- 
pressive, and Flexural Strength of Mortar 
to the Flexural and Compressive Strength 
of Concrete, Report of Cooperative Tests, 
Appendix I, Report of Committee C-1, 
263. 

Creep-Time Relations for Polystyrene Under 
Tension, Bending, and Torsion—Joseph 
Marin and George Cuff, 1158. Discussion, 

1175. 

Dynamic Creep and Rupture Properties of 
Temperature-Resistant Materials Under 
Tensile Fatigue Stress—B. J. Lazan, 757. 
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Tension Testing—continued. 

Effect of Speed of Testing on the Tensile 
Properties of Austenitic Stainless Steel 
Sheets—R. H. Heyer. Published in ASTM 
BULLETIN, No. 158, May, 1949, p. 57 
(TP83). Discussion, No. 162, December, 
1949, p. 53 (TP221). 

A Method of Determining the Percentage 
Elongation at Maximum Load in the Ten- 
sion Test—Paul G. Nelson and Joseph 
Winlock. Published in ASTM Bu ttetin, 
No. 156, January, 1949, p. 53 (TP15). Dis- 
cussion No. 162, December, 1949, p. 46 
(TP215). 

Simplified Preparation of Flat Specimens for 
Tensile Strength Tests—V. C. Taxwood. 
Published in ASTM Buttetin, No. 157, 
March, 1949, p. 77 (TP69). Discussion, 
No. 162, December, 1949, p. 72 (TP240). 

Some Notes on the Effect of Testing Ma- 
chines on the Tensile Properties of Plastic 
Films—Ladislav Boor. Published in ASTM 
Butietin, No. 162, December, 1949, p. 
47 (TP215). 

Strain Gages for Large Plastic Strains and 
Co:nbined Stresses—Joseph Marin. Pub- 
lished in ASTM Buttetin, No. 161, Oc- 
tober, 1949, p. 28 (TP172). 

The Time Delay for the Initiation of Plastic 
Deformation at Rapidly Applied Constant 
Stress—D. S. Clark and D. S. Wood, 717. 


Testing, Speed of. 
See Speed of Testing. 
Testing Apparatus. 


Methods of Testing. Report of Committee 
E-1, 498. 


Test Specimens. 


Fatigue Characteristics of Aluminum Alloy 
75S-T6 Plate in Reversed Bending as 
Affected by Type of Machine and Specimen 
—T. T. Oberg and R. J. Rooney, 804. 
Discussion, 813. 

The Influence of Fluctuations in Stress Ampli- 
tude on the Fatigue of Metals—T. J. 
Dolan, F. E. Richart, Jr., and C. E. Work, 
646. Discussion, 680. 

Influence of Type of Machine, Range of 

Speed, and Specimen Shape on Fatigue 

Test Data—P. K. Roos, D. C. 


Lemmon, 


and J. T. Ransom. Published in ASTM 
BULLETIN, No. 158, 1949, p. 63, (TP89). 
Investigation of Square Sub-sized V-Notched 
Charpy Specimens Donald C. Buffum. 
Published in ASTM BuLtetin, No. 160, 
September, 1949, p. 45 (TP143). 
Simplified Preparation of Flat Specimens for 
Tensile Strength Tests—V. C. Taxwood. 
Published in ASTM Buttetin, No. 157, 
March, 1949, p. 77 (TP69). Discussion, 
No. 162, December, 1949, p. 72 (TP240). 


Textile Materials. 


Improved Single-Unit Schiefer Abrasion Test- 
ing Machine—Herbert F. Schiefer, Law- 
rence E. Crean, and John F. Krasny. 
Published in ASTM Bu tetin, No. 159, 
July, 1949, p. 73 (TP133). 

Measurement of the Thermal Transmission 
of Textile Fabrics—Gerald Winston and 
Stanley Backer. Published in ASTM 
BuLtetin, No. 162, December, 1949, 
p. 62 (TP230). 

Recommendations Affecting Standards for 
Textile Materials. Appendix, Report of 
Committee D-13, 449. 

Some Problems in the Sampling of Bulk 
Materials—Louis Tanner and W. Edwards 
Deming, 1181. Discussion, 1187. 

Textile Materials. Report of Committee D-13, 
445. 


Thermal Insulating Materials. 


Measurement of the Thermal Transmission of 
Textile Fabrics—Gerald Winston and 
Stanley Backer. Published in ASTM 
BuLLeTIN, No. 162, December, 1949, p. 
62 (TP230). 

Thermal Insulating Materials. Report of 
Committee C-16, 299. 


Thermometers. 


Methods of Testing. Report of Committee 


Electrical-Heating, Electrical-Resistance, and 
Electric-Furnace Alloys. Report of Com- 


mittee B-4, 171. 


Thixotropic Strength Regain of Clays—Louis 
Berger and John Gnaedinger. Published in 


Thermostat Metals. 


Thixotropic Strength. 


E-1, 498 ‘ be 


is 


ASTM ButietiIn, No. 160, September, 
4949, p. 64 (TP162). 


Thompson, Sanford E. Award. 

Summary of Proceedings of the Fifty-first 
Annual Meeting, 26. Report of Committee 
C-9, 286. 

Tile. 

Manufactured Masonry Units, Report of 

Committee C-15, 295. 
Tin. 


Chemical Analysis of Metals, Report of 
Committee E-3, 506. 
Recent Milestones in Metals and Minerals— 


John D. Sullivan. Published in ASTM 
BuLLeTIN, No. 156, January, 1949, p. 


41 (TP3). 


Titanium. 


Recent Milestones in Metals and Minerals— 
John D. Sullivan. Published in ASTM 
BuLLETIN, No. 156, January, 1949, p. 41 
(TP3). 


Torsion Testing. 


Creep-Time Relations for Polystyrene Under 
Tension, Bending, and Torsion—Joseph 
Marin and George Cuff, 1158. Discussion, 
1175. 

Strain Gages for Large Plastic Strains and 
Combined Stresses—Joseph Marin. Pub- 
lished in ASTM Buttetin, No. 161, 

_ October, 1949, p. 28 (TP172). 

A Torsion Testing Machine of 2,000,000 
Inch-Pound Capacity—F. K. Chang, K. 
Endre Knudsen, and Bruce G. Johnston. 
Published in ASTM Bu ttetin, No. 160, 
September, 1949, p. 49 (TP147). 


Toss Factor. 


Impact Testing of Plastics: Elimination of the 
Toss Factor—Bryce Maxwell and L. F. 
Rahm. Published in ASTM Buttetin, 
No. 161, October, 1949. p. 44 (TP188); 
Discussion, p. 47 (TP191). 


Toughness. 


Elastic and Fracture Toughness Studies of a 
Stainless Steel—Carl W. 
738. Discussion, 754. 


Muhlenbruch, 


SuBject INDEX 


Tour, Sam Award. 


Summary of Proceedings of the Fifty-second 
Annual Meeting, 7. 


Traffic Paint. 


Laboratory Testing of Resistance of Traffic 
Paint to Bleeding—Fred S. Byerly. Pub- 
lished in ASTM Bvuttetin, No. 160, 
September, 1949, p. 52 (TP150). 


Transformer Oils. 


Electrical Insulating Materials. Report of 
Committee D-9, 418. 

Evaluation of Mineral Transformer Oil 
During Service—Frank M. Clark, 1041. 

Summary of Proceedings of the Symposium 
on Insulating Oils, 1040. sins 


Turbine Lubricants. 


Summary of Proceedings of the Symposium 
on Lubrication of High-Speed Turbine 
Gear Equipment, 1039, 


Turpentine. 
Proposed Tests for the Evaporation Residue 
Acidity of Turpentine, Appendix I, Report 
of Committee D-17, 467. 


U 
Ultimate Consumer Goods. 

Report of Administrative Committee on 
Ultimate Consumer Goods. Appendix V, 
Annual Report of the Board of Directors, 
80. 


Ultrasonic Testing. 


Non-Destructive Testing. Report of Com- 


mittee E-7, 520. 
Vo 
Varnish. 


Paint, Varnish, Lacquer, and Related Prod- 
ucts. Report of Committee D-1, 305. 

Panel Discussion on “Practical Aspects of the 
Testing of Paint and Varnish Products.”’ 
Published in ASTM Butterin, No. 161, 
October, 1949, p. 39 (TP183). 


Vibration. 


The Influence of Vibration on the Creep of 
Lead—J. Neill Greenwood, 834. Discus- 
sion, 851. 
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Viscosity. 


A Direct Reading Attachment for the Stormer 
Viscometer—H. B. Klimper, L. P. Larson, 
and J. H. Calbeck. Published in ASTM 
BULLETIN, No. 161, October, 1949, p. 
33 (TP177). 

A Method for the Standardization of Krebs 
Modified Stormer Viscometers--C. F. 
Jackson and W. H. Madson. Published in 
ASTM Buttetin, No. 161, October, 
1949, p. 36 (TP180). 

Proposed Definitions, Functions, Types, and 
Designations of Cutting Fluids, Appendix 
III, Report of Committee D-2, 345. 

Proposed Method of Test for Apparent 
Viscosity of Lubricating Greases, Appendix 
II, Report of Committee D-2, 338. 


Volatility. 


Method for Weight Loss of Plastic Films and 
Sheets on Heating—Maurice E. Marks. 
Published in ASTM Buttetin, No. 159, 
July, 1949, p. 53 (TP113). 
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Effect of Temperature on the Rate of Blister 
Failure of Finishes on Steel in Water Im- 
mersion Tests—J. A. Boylan and R. [. 
Wray. Published in ASTM Bu ttetin, No. 
157, March, 1949, p. 53 (TP45). 

Round-Table Discussion on Standards for 

Water-Borne Wastes: Published in ASTM 
BULLETIN, No. 162, December, 1949. 

The Need for Standards for the Inspection 
of Water-borne Industrial Wastes—L. 
Kermit Herndon, p. 35 (TP203). 

Analysis of Water-Borne Industrial Wastes 

George D. Beal and S. A. Braley, p. 36 
(TP204). 

Gaging and Sampling of Water-Borne In- 
dustrial Wastes—C. F. Hauck, p. 38 
(TP206). 

General Discussion, p. 43 (TP211). 

Water for Industrial Uses. Report of Com- 
mittee D-19, 476. 


Water Content. 
The Direct and Continuous Measurement of 
Bleeding in Portland Cement—Water 
Mixtures—Rudolph C. Valore, Jr., James 


E. Bowling, and R. L. 
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The Nonevaporable Water Content of Hard- 
ened Portland-Cement Paste—Its  Sig- 
nificance for Concrete Research and Its 
Method of Determination—Treval C. 

Published in ASTM BUvttetin, 

1949, p. 68 (TP94). 


Powers. 
No. 158, May, 


Waterproofing. 


Bituminous Waterproofing and Roofing 
Materials. Report of Committee D-8, 415. 
Electrical Method for Evaluation of Protective 
Coatings as Moisture Barriers—Marion A, 
Arthur. Published in ASTM But tetiy, 
No. 160, September, 1949, p. 57 (TP155). 
Paint, Varnish, Lacquer, and Related Prod- 
ucts. Report of Committee D-1, 305. 
Testing Surface Waterproofers—F. 0. 
Anderegg. Published in ASTM Buttery, 
No. 156, January, p. 1949, p. 71 (TP33). 


Discussion, p. 76 (TP38). 


Corrosion of Non-Ferrous Metals and Alloys. 
Report of Committee B-3, 150. 


Weathering. 


of Weather on the Initial Corrosion 
~~ Rate of Sheet Zinc, O. B. Ellis. Appendix, 


Report of Committee B-3, 152. 

Long Time Tests of Concrete Con. ning 
Cements of Types I, II, and III Under 
Various Storage Conditions—W. J. McCoy 
S. B. Helms, 909. Discussion, 920. 

\ New Durability Test for Marble—D. W. 
Kessler. Published in ASTM Buttetiy, 
No. 159, July, 1949, p. 45 (TP105). 

Summary of Proceedings of the Symposium 
on Accelerated Durability Testing of 
Bituminous Materials, 1037. 

‘Twenty to 30 Years’ Weathering of Asphalt 
Shingles Made with Unfilled Coatings— 
G. L. Oliensis. Published in ASTM But- 
LETIN, No. 165, April, 1950. Discussion. 

A Wetting-and-Drying Test for Predicting 
Cement-Aggregate Reaction—C. H. Scholer, 


942. Discussion, 949. 
Welding. 4 


Non-Destructive Testing. Report of Com- 


mittee E-7, 520. 


Wetting Tests. 
A Wetting-and-Drying Test for Predicting 
Cement-Aggregate Reaction—C. H. Scholer, 


942. Discussion, 949. 
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Weight Loss. 


Method for Weight Loss of Plastic Films 
and Sheets on Heating—Maurice E. 
Marks. Published in ASTM But tetin, 
No. 159, July, 1949, p. 53 (TP113). 


Whitewares. 


Report of Administrative Committee on 
Standards. Appendix II, Annual Report of 
the Board of Directors, 71. 


Wires. 


Electrical-Heating, Electrical-Resistance, and 
Electric-Furnace Alloys. Report of Com- 
mittee B-4, 171. 

Field Tests of Wire and Wire Products, Re- 
port of Subcommittee XV, Committee A-5, 
113. 

Some Observations on the Accelerated 
A.S.T.M. Life Test for Electrical Heating 
Wires—Anton deS. Brasunas and Herbert 
H. Uhlig. Published in ASTM Buttetin, 
No. 161, October, 1949, p. 31 (TP175). 

Wires for Electrical Conductors. Report of 
Committee B-1, 141. 


Wood. 
Program for Testing Wood Poles to Determine 
Allowable Fiber Stresses—L. G. Smith. 
Published in ASTM Bu tietin, No. 160, 
September, 1949, p. 32. 
Wood. Report of Committee D-7, 407. 


Wool. 


Some Problems in the Sampling of Bulk 


Materials—Louis Tanner and W. Edwards 
Deming, 1181. Discussion, 1187. 


Wrought Iron. 


X-ray. 


Zinc. 


Zinc Coatings. 


Textile Materials. Report of Committee | 
D-13, 445. 


Magnetic Properties. Report of Committee 
A-6, 128. 


See Radiography. 


Die-Cast Metals and Alloys. Report of | 
Committee B-6, 203. 
Effect of Weather on the Initial Corrosion | 
Rate of Sheet Zinc, O. B. Ellis. poner 
Report of Committee B-3, 152. 
Electrodeposited Metallic Coatings. Report 
of Committee B-8, 215. 


Corrosion of Iron and Steel. Report of Com- 
mittee A-5, 110. 

Discussion of the Paper on Action of Chromic 
Acid on Zinc Coatings. Published in ASTM 
BuLLeTIN, No. 156, January, 1949, p. 
49 (TP11). 

Field Tests of Wire and Wire Products, Re- 
port of Subcommittee XV, Committee AS, 


113. 
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Volume Resistance Characteristics of Solid 
Dielectric Materials, 1079. 


Anderegg, F. O. 


Testing Surface Waterproofers. Published in 
ASTM Buttetin, No. 156, January, 
1949, p. 71 (TP33). Discussion, p. 76 
(TP38). 


Anderson, E. A. 


Discussion, published in ASTM BuLLeTIN, 
No. 156, January, 1949, p. 49 (TP11). 


Armstrong, W. C. 


Panel Discussion on ‘Practical Aspects of the 
Testing of Paint and Varnish Products.” 


October, 1949, p- 39 wien 


Electrical Method for Evaluation of Protec- 
tive Coatings as Moisture Barriers. Pub- 
lished in ASTM Buttetin, No. 160, 
September, 1949, p. 57 (TP155). 


Arthur, Marion A. 


Ashley, S. E. Q. 


Examination of Plated and Protective Coat- 
ings by Electrographic Analysis—Summary 
of Proceedings of the Symposium on Rapid 
Methods for the Identification of Metals, 
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Published in ASTM Buttetin No. 161,- 
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Textile Fabrics. Published in ASTY 
No. 162, December, 1949, p. 
-(TP230). 
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Marburg Lecture, 539. 
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The Design and Application of a Spark-Ga 
Instrument for Detecting Crack Failure 
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Tes Summary of Proceedings of the 
Symposium on Accelerated Durability Test- 

ing of Bituminous Materials, 1037. 
Beal, George D. 


Analysis of Water-Borne Industrial Wastes 
The Need for Uniformity in Methods o! 
Analysis and Reporting. Published i 
ASTM Buttetin No. 162, December 
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Beck, H. R. 


Accelerated Weathering of Pitches and As 
phalts—Summary of Proceedings of th 
Symposium Accelerated Durabilit 
Testing of Bituminous Materials, 1037. 
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Discussion, published in ASTM 
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Bernhardt, Ernest C. 


A History of Hardness Tests Based on 
Scratch Resistance Measurements. Pub- 
lished in ASTM Buttetin, No. 157, 
March, 1949, p.49(TP41), 


Bernhard, R. K. 
Study on Mechanical Oscillators, 1016. Dis- 


cussion, 1035. 


Influence of Carbon and Molybdenum on the 
Intergranular Corrosion Resistance of Aus- 
tenitic Chromium-Nickel Steels With and 
Without Columbium—Summary of Prq- 
ceedings of the Symposium on Evaluation 
Tests for Stainless Steels, 887. 
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Blaine, R. L. 


The Direct and Continuous Measurement of 
Bleeding in Portland Cement-Water Mix- 
tures, 891. 


Blake, John T. 


The Effects of Light and Ozone on Rubber— 
Summary of Proceedings of the Symposium 
on Aging of Rubbers, 1189. 
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A Universal Exposure Calculator for Radium 
Radiography and Its Application to Cur- 
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Summary of Proceedings of the Papers on 
Radiography, 890. 


Bloem, Delmar L. 
Discussions, 920, 937. 
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Accelerated Corrosion Testing of Chromium- 
Nickel Stainless Steel Weldments—Sum- 
mary of Proceedings of the Symposium on 
Evaluation Tests for Stainless Steels, 887. 
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The Design and Application of a Spark-Gap 
Instrument for Detecting Crack Failures of 
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Panel Discussion on “Practical Aspects of the — 


Symposium on Accelerated Durability Test- 
ing of Bituminous Materials, 1037. 7 


Bolme, S. 
Testing of Paint and Varnish Products.” 


Published in ASTM Butterin No. 161, 
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on the Tensile Properties of Plastic Films. a 
Published in ASTM Butterin No. 162, 
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Bornstein, Hyman 
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Proceedings of the Symposium on Testing 
Cast Iron with SR-4 Type of Gage, 889. 


Bowditch, F. T. 


Characteristics of Carbon-Arc Light Sources 
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mary of Proceedings of the Symposium on _ 
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The Direct and Continuous Measurement 
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LETIN, No. 157, March, 1949, p. 53 (TP45). 
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LETIN, October, 1949, p. 31 (TP175). 
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ceedings of the Symposium on Evaluation 
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Panel Discussion on ‘Practical Aspects of the 
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Bryan, Ford R. 


A Geiger-Miiller Counter Method of Deter- 
mining Phosphorus in Steels. Published in 


ASTM Buttetin, No. 157, March, 1949, 
p. 55 (TP47). 
Spectrographic Methods for Determining 


Published in 
December, 


Magnesium in Nodular Iron. 
ASTM Buttetin No. 162, 
1949, p. 69 (TP237). 


Corrosion Resistance and Mechanical Prop- 
erties of Low-Carbon Austenitic Stainless 


Steels—Summary of Proceedings of the 
Symposium on Evaluation Tests for Stain- 
less Steels, 887. 


Buffum, Donald C. 


Investigation of Square Sub-sized V-Notched 
Charpy Specimens. Published in ASTM 
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